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FIG. 3 
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FIG. 4A 



AUTHENTICATION 
■REQUEST SOURCE 



AUTHENTICATION 
ENABLED=0x01 



LMP_au_rand 



LMP_comb_key 
OR LMP_unit_key 



AUTHENTICATION 
-REQUEST DESTINATION 



AUTHENTICATION 
ENABLED=0x00 



LMP_sres 



STORE SENT LMP 
MESSAGE 

I LMP_comb_key 

OR LMP_unit_key 



GENERATE LINK 
KEY AND FINISH 
AUTHENTICATION 
PROCEDURE 



GENERATE LINK 
KEY AND FINISH 
AUTHENTICATION 
PROCEDURE 



PARK Q6 1S23 

• AUTHENTICATION METHOD FOR 
ESTABLISHING CONNECTION BEl^^k' 
DEVICES 
November 27, 2000 
Darryl Mexic 
202-293-7060 
5 of 7 



FIG. 4B 



AUTHENTICATION 
REQUEST SOURCE 



AUTHENTICATION 
ENABLED=0x01 



LMP aurand 



LMP_comb_key 
OR LMP_unit_key 



AUTHENTICATION 
-REQUEST DESTINATION 



AUTHENTICATION 
ENABLED=Q*QG 



LMP_sres 



STORE SENT 
LMP MESSAGE 




STORE RECEIVED 
LMP MESSAGE 




LMP_au_rand 




LMP_sres 








SEND RESPONSE 
MESSAGE TO STORED 
LMP MESSAGE 


LMP_comb_key 
OR LMP_unit_key 










GENERATE LINK KEY 
AND FINISH MUTUAL 
AUTHENTICATION 
PROCEDURE 




GENERATE LINK KEY 
AND FINISH MUTUAL 
AUTHENTICATION 
PROCEDURE 




PARK Q61S2J 

AUTHENTICATION METHOD FOR 

ESTABLISHING CONNECTION BETWgjl 

DEVICES 

November 27. 2000 

Darryl Mexic 

202-293-7060 

6 of 7 



FIG. 5A 



AUTHENTICATION 
-REQUEST SOURCE 



AUTHENTICATION 
-REQUEST DESTINATION 



AUTHENTICATION 
ENABLED=0x01 



AUTHENTICATION 
ENABLED=0x00 



LMP_au_rand 



LMP_sres 



LMP_setup_complete 



STORE SENT LMP 
MESSAGE 

J 

LMP_setup^complete 



FINISH AUTHENTICATION 
PROCEDURE AND 
ESTABLISH A 
CONNECTION 



FINISH AUTHENTICATION 
PROCEDURE AND 
ESTABLISH A 
CONNECTION 



PARK Q61823 

• AUTHENTICATION M ETIIOD FOR 
ESTABLISHING CONNECTION BETWH^^ 
DEVICES 
November 27, 2000 
Darryl Mcxic 
202-293-7060 
7 of 7 



FIG. 5B 



AUTHENTICATION 
•REQUEST SOURCE 



AUTHENTICATION 
-REQUEST DESTINATION 



AUTHENTICATION 
ENABLED=0x01 



AUTHENTICATION 
ENABLED=9r06- 



LMP_au_rand 



LMP_sres 



LMP_setup_complete 



STORE SENT 
LMP MESSAGE 



STORE RECEIVED 
LMP MESSAGE 



LMP_au_rand 



LMP_sres 



SEND RESPONSE 
MESSAGE TO STORED 
LMP MESSAGE 



LMP_setup_complete 



FINISH MUTUAL 
AUTHENTICATION 
PROCEDURE AND ESTABLISH 
A CONNECTION 



FINISH MUTUAL 
AUTHENTICATION 
PROCEDURE AND ESTABLISH 
A CONNECTION 



